**Top Panel**

- **Input Jacks:**
  - [MIDI] jack
  - [Audio IN] jacks
  - [CV] jacks
  - [GATE] jacks
  - [USB] port
  - [EXP] jacks

- **Output Jacks:**
  - [Audio OUT] jacks
  - [CV OUT] jacks
  - [GATE OUT] jacks
  - [USB OUT] port

- **Displays:**
  - [Display 1]
  - [Display 2]

- **Knobs:**
  - [FILTER] knob
  - [POLYPHONY] knob
  - [POLYPHONY 2] knob
  - [resonance] knob

- **Sliders:**
  - [S] slider
  - [D] slider
  - [VOLUME] knob

- **Buttons:**
  - [SELECT] button
  - [WRITE] button
  - [PLUG-OUT] button

- **Switches:**
  - [POWER] switch
  - [MIDI] switch

- **Connectors:**
  - [Power] connector

**Connecting Your Equipment (Jack Area)**

- **To connect your equipment:**
  - Use the included Eurorack power cable to power the SYSTEM-1m.
  - Connect your equipment to the appropriate jacks.

**Main Specifications**

- **Dimensions:**
  - Length: 450 mm
  - Width: 360 mm
  - Depth: 104 mm

- **Weight:**
  - 11.3 kg

- **Power Supply:**

- **Included Parts:**
  - Screws for attaching the rackmount adaptor

**Using the UNIT SAFELY**

- **WARNING**
  - Improper use of the power cord and power supply cord can result in electric shock or fire hazards.

- **CAUTION**
  - Keep your hands and objects away from the power cord and power supply cord.

- **Connections:**
  - Connect the power cord and power supply cord to the power outlet and power supply.

**Back Attachment Area**

- **Attaching the Rackmount Adaptor:**
  1. Ensure the system (or the rack) is powered off and all the cables are disconnected.
  2. Attach the rackmount adaptor to the system.

- **Installing in a Barstool Case:**
  1. Place the system on the stool and secure it with the included screws.
  2. Adjust the stool to the desired height.

**Other Functions**

- **Adjusting the Volume of Each Option:**
  1. While holding down the [SELECT] button, turn the [VOLUME] knob to adjust the volume.

- **Changing the Pitch Bend Range:**
  1. While holding down the [SELECT] button, turn the [UP] knob to adjust the range.

- **Adjusting the OSC in a Certain Tone:**
  1. While holding down the [SELECT] button, turn the [UP] knob to adjust the range.

- **Using the System 1 to 4 Mix Outs:**
  1. Connect the system to the mixer using the [MIX OUT] jacks.

**Using a Eurorack Power Cable**

- In addition to the audio jacks, the SYSTEM-1m also has MIDI and CV jacks.

- **MIDI:**
  - [MIDI] jack
  - [CV] jacks
  - [GATE] jacks

- **CV:**
  - [CV] jacks
  - [GATE] jacks

- **GATE:**
  - [GATE] jacks

**Troubleshooting**

- **What to Do When:**
  - The system is not operating normally.
  - The system is not producing sound.

**Important Notes**

- **When storing the system:**
  - Ensure the system is stored in a cool, dry place.
  - Do not expose the system to direct sunlight.

- **When handling the system:**
  - Handle the system carefully to avoid damage.
  - Do not drop the system.

**System Features**

- **MIDI:**
  - [MIDI] jack
  - [CV] jacks
  - [GATE] jacks

- **CV:**
  - [CV] jacks
  - [GATE] jacks

- **GATE:**
  - [GATE] jacks

**System Specifications**

- **Power Supply:**

- **Included Parts:**
  - Screws for attaching the rackmount adaptor

**Connecting Your Equipment (Jack Area)**

- **To connect your equipment:**
  - Use the included Eurorack power cable to power the SYSTEM-1m.
  - Connect your equipment to the appropriate jacks.

**Main Specifications**

- **Dimensions:**
  - Length: 450 mm
  - Width: 360 mm
  - Depth: 104 mm

- **Weight:**
  - 11.3 kg

- **Power Supply:**

- **Included Parts:**
  - Screws for attaching the rackmount adaptor

**Using the UNIT SAFELY**

- **WARNING**
  - Improper use of the power cord and power supply cord can result in electric shock or fire hazards.

- **CAUTION**
  - Keep your hands and objects away from the power cord and power supply cord.

- **Connections:**
  - Connect the power cord and power supply cord to the power outlet and power supply.

**Back Attachment Area**

- **Attaching the Rackmount Adaptor:**
  1. Ensure the system (or the rack) is powered off and all the cables are disconnected.
  2. Attach the rackmount adaptor to the system.

- **Installing in a Barstool Case:**
  1. Place the system on the stool and secure it with the included screws.
  2. Adjust the stool to the desired height.

**Other Functions**

- **Adjusting the Volume of Each Option:**
  1. While holding down the [SELECT] button, turn the [VOLUME] knob to adjust the volume.

- **Changing the Pitch Bend Range:**
  1. While holding down the [SELECT] button, turn the [UP] knob to adjust the range.

- **Adjusting the OSC in a Certain Tone:**
  1. While holding down the [SELECT] button, turn the [UP] knob to adjust the range.

- **Using the System 1 to 4 Mix Outs:**
  1. Connect the system to the mixer using the [MIX OUT] jacks.

**Using a Eurorack Power Cable**

- In addition to the audio jacks, the SYSTEM-1m also has MIDI and CV jacks.

- **MIDI:**
  - [MIDI] jack
  - [CV] jacks
  - [GATE] jacks

- **CV:**
  - [CV] jacks
  - [GATE] jacks

- **GATE:**
  - [GATE] jacks

**Troubleshooting**

- **What to Do When:**
  - The system is not operating normally.
  - The system is not producing sound.

**Important Notes**

- **When storing the system:**
  - Ensure the system is stored in a cool, dry place.
  - Do not expose the system to direct sunlight.

- **When handling the system:**
  - Handle the system carefully to avoid damage.
  - Do not drop the system.

**System Features**

- **MIDI:**
  - [MIDI] jack
  - [CV] jacks
  - [GATE] jacks

- **CV:**
  - [CV] jacks
  - [GATE] jacks

- **GATE:**
  - [GATE] jacks

**System Specifications**

- **Power Supply:**

- **Included Parts:**
  - Screws for attaching the rackmount adaptor

--